### Electric Walkie Straddle Stacker

**Model:**
- CTDRI0
- CTDRI2
- CTDRI5

**Straddle legs with adjustable forks**

**Advantages:** (CTDR15-I/CTDR15-II)
- **Structural Safety:**
  - Advanced AC control system, intelligentized regenerative brake system.
  - Multi-function display with BEU and hour meter.
  - Emergency reversing device.
  - Auto deceleration system utilizes regenerative braking.
  - Built-in pressure relief valve protects the trucks from overloads.
  - Emergency power disconnect switch.
  - Stepped speed control.
  - With lifting limit switch to shut off pump motor at top max. lifting height.
  - Small turning radius, variable drive motor system, water-proof and dust-proof motor structure.

**Serviceability:**
- CANbus technology reduces wiring complexity.
- Side-way battery with roll-out system, convenient for replacement.

#### Model Table

<table>
<thead>
<tr>
<th>Model</th>
<th>Remarks</th>
</tr>
</thead>
<tbody>
<tr>
<td>CTDRI0-I</td>
<td>High configuration with pivot/roll-over view.</td>
</tr>
<tr>
<td>CTDRI2-I</td>
<td>Standard configuration.</td>
</tr>
<tr>
<td>CTDRI5-I</td>
<td>Light-duty type.</td>
</tr>
<tr>
<td>CTDRI5-B</td>
<td>Current type (DC/brushless).</td>
</tr>
</tbody>
</table>

#### Load Capacity Chart

- **Load capacity/total load:** 1000 kg
- **Load center distance:** 1000 mm
- **Load distance center of one side to the other:** 577 mm
- **Tire size, front:** 7.00-15 (145/156-6) |
- **Tire size, rear:** 7.00-15 (145/156-6) |
- **Additional wheels (k0):** 66 mm
- **Street surface (with tire-driver wheel):** 4-5 kgf
- **Max. lift height:** 710 mm
- **Max. lift height (without):** 710 mm

#### Diagrams

- Load Capacity Chart
- Load Center Chart

*Note: Photos show with model CTDRI5-II with drum unit.*